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Goddard Quikonnect
Vacuum Couplings

Features:

¢ Goddard “Quikonnect” vacuum couplings are available
in either brass or 304 stainless steel

* An extensive range of tube sizes available.
Most sizes nest, and can be used as reducers in e
combination with one another. ) ————

* May be used for vacuum down to 1x10"® Microns

¢ Viton O-rings are standard

* “Quikonnect” vacuum couplings have four basic ?
components: L -
eKnurled Nut B™ A C
*Retainer Ring ¢ ¢
*O-ring
*Sleeve

Quikonnect Vacuum Couplings

Brass 304-Stainless Tube OD
Machine Finish Machine Finish Size
B-000006-M S-000006-M 0.720” 0.375” %" 12" as
B-000012-M $-000012-M 0.135” 0.375” %" 17" s
B-000018-M S-000018-M 0.197” 0.375” %" 12" V6"
B-000025-M $-000025-M 0.260” 0.375” %" 175" Z8
B-000031-M $-000031-M 0.322” 0.500” Ve 17" Y6”
B-000038-M S-000038-M 0.385” 0.500” Ve 17" %"
B-000050-M S-000050-M 0.510” 0.625” 7" 17" s
B-000062-M $-000062-M 0.635” 0.750” 1%" 1%" %"
B-000075-M S-000075-M 0.760” 0.875” 17" 17" S
B-000087-M $-000087-M 0.885” 1.000” 17" 12" s
B-000100-M S-000100-M 1.010” 1.125” 17" 1%e 1”
B-000112-M S$-000112-M 1.135” 1.250” 1%" 1'%6” 1%"
B-000125-M S$-000125-M 1.260” 1.500” 2’ 16" I
B-000138-M S-000138-M 1.385” 1.625” 2’ 1 %" 1%"
B-000150-M $-000150-M 1.150” 1.750” 2V 1%6” 1%’
B-000162-M S$-000162-M 1.635” 1.875” 2%’ 2vy 1%"
B-000200-M S-000200-M 2.010” 2.250” 2% 2%/ 2’
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