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Application
This aluminum spanner wrench is especially designed for use with 
2¼” and 3¼” ACME couplings, adapters and caps.

Spanner Wrench for ACME Connectors
3195-50

Ordering Information

3195-50

Part Number For Use With ACME Connector Size

3195-50 2¼” & 3¼”

	 *	 ¼” Hose Connection
	**	 ⅛” M. NPT Connection

Part Number Service Case Material Maximum Pressure
Inlet Connection 

M.NPT Case Size Increment Divisions

2434A-2*

LP-Gas
Only

Steel
35” w.c. and
20 oz. (Dual)

¼”

2½” 1” w.c. and 
1 oz.2434-2**

3226A-3
30 PSIG

2”

½ PSI
2411

Brass
5575

60 PSIG 1 PSI
5547 Steel
5576 Brass

100 PSIG 2 PSI
1286 Steel
948 Brass

300 PSIG 2” 5 PSI
948B

Steel

A8060
NH3 and 
LP-Gas

60 PSIG
2½” 5 lb.A8150 150 PSIG

A8400 400 PSIG
612-PG LP-Gas

Only 0-300 PSI ⅛”
1½” 30 PSI

612-G2 2” 5 PSI

Ordering Information

Application
Especially designed in a variety of sizes and construction for the 
LP-Gas and anhydrous ammonia industry.

Pressure Gauges

5575
612-PG
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